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Specification
OVP-K10P Video Controller
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OVP-K10P is designed for applications such as large hotels, high-end conferences, KTV and bar. The device is integrated 6 Gigabit Ethernet ports, supporting 2 screens display and arbitrary layout. Support 4Kx2K@60Hz image processing and splicing, also support point-to-point input and output for ultra-high resolution LED screens, effectively eliminating edge aliasing caused by image enlargement.


[bookmark: _Toc17902]Features

· Maximum resolution is 6.55 million pixels, the horizontal maximum 8192 pixels, vertical maximum 3840 pixels;
· Cluster with 10 channels of Gigabit network output
· RS232 port, can connect with central control equipment;
· Support input adaptive signal source resolution;
· Support output adaptive display parameters configuration;
· Support timing switch of input source;
· Support 1920*1080@60Hz, support 2 channels 4K*2K@30Hz;
· Support hot backup function of input and output;
· 8 user modes can be stored for quickly calling;
· 2.0" LCD screen, support languages (Chinese, English, Russian, Vietnamese);
· Devices can be controlled by LCD menus, panel buttons, BxSetPro software and USB port.
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	Interface instruction

	1
	Power switch

	2
	2.0”full color LCD（320×240）

	3
	Shortly press [OK]: enter into main menu or confirm the input. 

	4
	ESC

	5
	INPUT area
[HDMI1] ~ [IMG2] six buttons, 6 input ports selection button.
HDMI2.0：HDMI input source button. 
DP1.2：DP input source button.
DVI：DVI input source button.
VGA：VGA input source button.
IMG1- IMG2 button: Selecting between IMG1~IMG2 by LED lighting indicator. 

	6
	FUNCTION area
Includes 2 areas:
[BRIGHT]：Fast switch to brightness adjustment.
[Mode]：Switching button for single screen mode and dual screen mode.
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	Video output port

	1
	LED1~LED10
	10 gigabit output ports, connect with receiving cards.
Maximum 6.55 million pixels, width≤8192，height≤3840.



	Video input port

	2
	DVI×1
	VESA standard：1920x1080@60Hz downward，support 3840x2160@30Hz

	3
	HDMI2.0*1
	VESA standard：3840x2160@60Hz downward，HDMI 2.0

	4
	DP1.2*1
	VESA standard：3840×2160@60Hz downward, DP1.2

	5
	VGA×1
	VESA standard：1600×1200@75Hz downward



	Audio input/output port

	6
	HDMI audio
	HDMI inside video input port

	
	AUDIO_IN
	Analog audio input port.

	
	AUDIO_OUT
	Analog audio output port.



	Control port

	7
	COM
	USB port

	8
	LAN
	LAN port

	9
	RS232
	Central control interface



	Power supply port

	10
	Input voltage
	100-240V~50/60Hz
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	Complete parameters

	Input voltage
	100-240V~50/60Hz

	Power
	≤50W

	Control
	LCD menu, panel button, BxSetPro software

	LCD
	2.0”colorful LCD resolution is 320×240

	Accessories
	3Pin host power cable 1.5M*1,  CAT6 1.5M*1, USB-A-B cable 1.5M*1,  HDMI2.0 flexible cable 1.5M*1,  HDMI-DVI converter*1

	Case
	1U

	Dimension
	482.6mm×230mm×44mm

	Weight
	≤3.5Kg



	Environmental adaptability

	Working temperature
	-30℃~70℃

	Environmental humidity
	15%~85%
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Shanghai ONBON Technology Co.,ltd (Headquarters)

Address: 7 Floor, Tower 88, 1199#, North Qinzhou Road, Xuhui District, Shanghai City, China 
Tel（wechat): +86-15921814956   +86-15800379719   +86-15850351852
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Website: www.onbonbx.com 
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